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INTRODUCTION 


IN  placing  before  you,  the  thresher- 
men  of  Ontario,  our  1911  Catalog 
of  “ Cock  o’  the  North  ” Threshing 
Machines,  we  do  so  with  a confidence 
that  comes  to  us  after  a successful 
season,  during  which  we  were  able  to 
establish  our  right  to  your  attention 
and  some  of  your  business.  Never 
have  we  met  with  such  success  as  was 
achieved  in  meeting  the  heavy  demands 
made  upon  our  goods,  and  the  many 
sincere  friendships  that  have  been  for- 
med are  lasting  tributes  to  our  ability 
to  supply  honest,  up  to  grade  goods, 
backed  up  by  an  honest  desire  for  the  success  of  the  men  who  have  entrusted  their  threshing  interests  with  us. 

Ontario  is  coming  into  the  limelight  as  the  King  of  the  Provinces,  and  we  now  hear  a great  deal  more  than 
in  the  past  of  the  glorious  possibilities  that  hide  at  our  very  doors.  A look  thru  the  annual  report  of  the  Ontario 
Department  of  Agriculture  is  convincing.  Every  phase  of  work  in  the  grain  world  being  on  the  improve  and 
new  life  being  everywhere  in  evidence. 

More  important  than  all  however  is  the  fact  that  for  1911  we  come  to  you  with  or  goods  READY.  Our 
huge  storage  shed  at  Toronto  is  now  sheltering  a full  line  of  Separators,  Stackers,  Clover  Hullers,  Engines, 
that  places  us  in  a position  to  discuss  with  you  any  need  you  may  have.  It  does  not  matter  how  small  the  need, 
let  us  show  you  by  courteous  and  prompt  attention  to  your  little  needs  that  we  are  capable  of  safeguarding  you 
on  larger  ones.  Yours  faithfully, 

OUR  SELLING  DEPARTMENT. 
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Traction  Engines 

ON  our  Traction  Engines  for  1911  will  be  found  many  features  that  will  appeal  to  the  careful 
buyer.  With  some  you  are  familiar,  the  others  we  will  outline  to  you.  Needless  to  say,  all 
of  these  features  are  the  result  of  deep  thought  by  men  of  long  experience,  who  have  spent 
years  in  close  touch  with  the  Threshermen  and  his  requirements. 

You  will  find  us  prepared  to  offer  to  you  a range  of  engines  that  will  cover  the  different  needs 
that  are  present  in  Ontario,  and  you  will  at  all  times  have  our  careful  attention,  for  you  know  best  the 
conditions  under  which  you  are  going  to  work,  and  we  want  to  sell  you  what  you  want. 
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Traction  Engines — Continued 


Gearing 

Special  attention  is  given  to  this  vital  part  of  the  engine.  Our 
road  wheel  gears  are  bolted  to  triangular  stays  that  transmit  the 
drive  direct  to  the  rim.  The  gear  is  also  securely  bolted  to  the 
hub  flange.  This  gear  is  also  split  in  three  places  on  central  rim 
to  allow  for  expansion  and  contraction  under  different  conditions 
encountered 

The  countershaft  gears  and  engine  shaft  gears  are  heavily 
shrouded,  giving  strength,  and  all  gears  on  examination  will  be 
found  of  perfect  design,  resulting  in  a smooth  running,  durable 
gear  transmission,  free  from  objectionable  noise  and  lost  motion. 

Road  Wheels 

With  steel  rims  of  a width  to  meet  your  views,  varying  from 
16  inches  to  20  inches,  all  widths  interchangeable.  Flat  steel 
spokes  seated  snugly  into  hub  flange  and  riveted  into  place  by  our 
Hydraulic  process.  No  nuts  to  come  loose  and  cost  you  time  and 
trouble.  Malleable  mud  cleats  of  improved  design  make  our  road 
wheels  extremely  serviceable  under  the  most  severe  conditons. 
Regular  equipments  includes  set  of  mud  dogs  that  fit  into  holes 
provided  in  rim.  The  rim  end  of  spoke  is  palm  shaped  and 
makes  the  road  wheel  very  rigid. 

Rear  Axles 

A glance  at  our  illusttation  will  show  you  the  vejry  excellent 
method  that  we  have  of  mounting  our  rear  road  wheels.  One 
very  important  thing  that  we  want  to  draw  to  your  attention  is 
this  : the  neatness  with  which  our  road  wheel  is  brought  up 
close  to  the  boiler.  Figure  for  yourself  what  this  means.  If  you 
wanted  to  exert  your  own  strength,  would  you  stand  away  from 
your  work  or  up  close  to  it  where  you  could  handle  it  properly. 
The  whole  weight  of  the  rear  end  of  the  boiler  and  engine  is 
brought  down  squarely  on  the  rear  axle,  and  we  ask  you  this  : 
did  you  ever  see  an  American-Abell  engine  with  the  rear  road 
wheels  dished  in  ? We  think  not,  for  we  have  always  found  them 
standing  up  straight  and  strong,  regardless  of  the  time  for  which 
they  have  been  out. 
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Traction  Engines — Continued 


Counter  Shaft 

At  this  very  important  part  of  the 
engine  you  find  us  with  an  arrangement 
of  counter  shaft  bracket  that  is  simple 
and  strong,  putting  the  strain  at  the 
proper  place  and  with  an  entire  absence 
of  the  objectionable  stay  bolts  usually 
found  fastening  a counter  shaft  bracket 
to  the  front  of  fire  box.  We  do  not 
depend  on  the  counter  shaft  itself  to 
carry  the  strain  from  bar  to  bar,  but 
use  a strongly  re-inforced  counter  shaft 
bracket  extending  clear  across  the  front 
of  fire  box,  so  that  the  counter  shaft 
itself  is  left  free  to  perform  its  function 
of  carrying  the  drive  to  the  road  wheels. 
The  counter  shaft  bracket  is  equipped 
with  boxings  of  liberal  width  and  with 
splendid  facilities  for  lubrication. 

Shafting 

Special  attention  is  drawn  to  the 
liberal  dimensions  of  all  shafts  used. 
We  import  for  our  engines  the  famous 
“ Earl  of  Dudley  ” steel,  used  the  world 
over  where  heavy  demands  must  be 
taken  care  of. 

Boxings 

We  have  made  our  boxings  as  wide 
as  construction  will  permit,  giving 
liberal  bearing  surface.  We  use  in  our 
bearings  a special  formula  babbit  that 
is  made  especially  for  us.  We  draw 
special  attention  to  this,  for  if  care  is 
not  exercised  on  this  point  useless 
friction  is  sure  to  be  present. 
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Traction  Engines — Continued 
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Smoke  Stack  Screen.  The  accompanying  illus- 
tration shows  our  new  Spark  Arrestor  as  supplied  to 
the  Western  Trade,  and,  when  so  desired,  with  the 
Ontario  engines.  You  will  notice  that  it  is  possible 
to  lift  and  lower  the  screen  from  the  ground  by  means 
of  jack  chain  attached  to  screen  lever. 


The  illustration  below  shows  engine  sold  this 
winter  to  Messrs  Reichheld  & Webb,  at  Nelles 
Corners.  Just  read  what  they  said  to  us  on 
March  1st,  1911. 

American-Abell  Engine  and  Thresher  Co.,  Eimited, 

Toronto,  Ont. 

Dear  Sirs  : — Enclosed  you  will  find  photo  of  engine  with  which  we 
are  well  pleased,  arid  which  we  are  proud  of.  It  is  an  easy  engine 
to  handle,  and  a strorig  engine,  and  we  hope  we  shall  live  to  tell 
you  a lot  more  about  it. 

We  are  sending  this  photo  to  you,  hoping  it  will  not  be  too 
late  for  the  catalogue. 

Yours  truly, 

(Sgd. ) REICHHEED  & WEBB. 


Traction  Engines — Continued 


Intermediate  Post.  We  have  adopted  one  of  our  western 
features  at  this  point  in  that  the  engine  shaft  bracket  on  the  fly 
wheel  side  is  made  larger  and  is  extended  down  the  shell  of  the 
boiler,  providing  a planed  surface  to  which  we  attach  our  new 
intermediate  post. 


part  of  our  engine  and  traction  fittings.  You  will  find  our  1911 
engine  fitted  with  a very  handsome  balance  disc  that  will 
help  more  than  ever  to  make  our  engine  a steady  conscientious 
worker.  We  have  always  claimed  a great  deal  for  our  engine  on 
this  point,  but  with  the  aid  of  the  new  balance  disc,  we  believe 
that  we  will  be  armed  to  greater  extent  than  ever. 


This  gives  an  intermediate  post  that  is  always  in  perfect 
alignment  with  engine  shaft,  also  permits  of  a stronger  bracket  and 
reduced  number  of  studs  in  the  boiler  at  this  point.  This  feature 
should  be  seriously  considered  as  it  is  at  the  root  of  the  most  vital 


Removable  Sleeves.  It  will  have  to  be  acknowledged  that 
when  an  engine  goes  out  to  the  country  it  does  not  always  receive 
such  care  at  all  points  that  it  should.  One  of  the  spots  that  is  not 
always  taken  proper  care  of  is  the  rear  axle,  and  lubrication  at 
this  point  is  essential.  We  have  safeguarded 
this  point  in  this  way.  We  are  fitting  our  road 
wheels  with  removable  sleeve  that  fits  into  the  hub 
of  the  road  wheel  so  that  should  the  road  wheel 
at  any  time  cut  out  it  does  not  mean  such  a serious 
problem,  for  by  jacking  up  the  boiler  and  road 
wheel  and  removing  three  bolts,  the  sleeve  may 
be  removed  and  a new  one  inserted,  making  a 
hub  exactly  as  good  as  new,  and  it  means  that 
you  keep  your  road  wheels  in  straight  true  shape. 
If  your  road  wheels  get  out  of  line  your  road 
wheel  gears  follow  suit,  so  causing  damage 
throughout  the  entire  traction  end  of  the  engine. 
We  have  made  this  innovation  to  protect  you. 


Injectors.  All  of  our  Ontario  engines  are 
fitted  with  two  ^ inch  Morrison  Injectors,  and 
the  point  of  injection  to  the  boiler  is  in  the  waist 
sheet  6 inch  below  normal  water  level.  Three 
check  valves  are  used  on  the  injector  equipment, 
two  immediately  behind  each  injector  and  a third 
one  immediately  outside  the  boiler  at  point  of 
injection  so  that  the  injector  pipe  and  fittings  are 
under  no  pressure,  the  point  of  boiler  pressure 
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Traction  Engines — Continued 


ending  at  the  third  check  valve  to  be  found  in  front  of  angle  valve  fitted 
to  nipple  at  point  of  injection.  Steam  for  injectors  taken  by  means  of  drypipe 
to  top  of  dome. 

A- A Straight  Line  Balance  Valve.  Our  factory  has  been  busy  completing 
parts  for  us  that  will  permit  us  to  equip  our  Ontario  engine  with  this  splendid 
feature  that  has  done  so  much  for  us  in  establishing  the  value  of  our  goods 
throughout  Canada.  In  appearance  it  is  quite  foreign  to  the  regular  steam 
chest,  the  steam  chest  on  the  balance  valve  being  tilted  upwards  at  an  angle  of 
45°  so  that  the  valve  itself  has  gravity  to  help  it  to  a smooth  wearing  surface  : 
in  fact  the  longer  the  valve  runs  the  more  true  and  accurate  is  the  fit  of  the 
valve.  Most  important  of  all,  though,  is  the  fact  that  this  valve  accomplishes 
the  saving  of  between  40  and  50  °fo  in  fuel  and  water  over  the  regular  cut-off 
valve.  We  have  demonstrated  this  by  actual  tests  in  our  brake  house  at 
Toronto,  for  we  have  taken  the  same  engine  and  equipped  it  with  our  old 
style  valve,  also  with  another  popular  balance  valve  now  on  the  market,  and  have 
found  that  our  new  A- A Straight  Line  Balance  Valve  effects  a saving  in  both 
fuel  and  water  when  used  instead  of  either  our  old  valve  or  the  balance  valve 
that  we  had  under  test.  Stuffing  Box  on  valve  stem  contends  with 
exhaust  steam  only. 

Steering  Appliance.  Large  hand  wheel  and  steering  rod  reduce  strain 
on  operator  and  make  our  engines  a pleasure  for  traction  work.  Steering 
chains  run  to  sockets  fitted  with  springs  that  absorb  all  road  shocks,  and  in  that 
way  protect  your  gears. 

Front  Axle  and  Post.  We  form  our  front  axle  with  cold  rolled  shaft 
2 y2  inches  in  diameter  surmounted  by  grey  iron  saddle  of  solid  design.  Else- 
where in  the  Engine  section  we  have  an  engraving  showing  one  of  our  Ontario 
engines  mounting  steep  vamp  to  loading  platform.  Notice  how  the  front  post 
allows  the  axle  to  lend  itself  to  any  unevenness  in  the  going. 

Reverse.  We  believe  in  the  Wolff  reverse.  Simple  in  construction, 
positive  in  action,  with  few  wearing  parts.  This  is  important  and  we  invite 
a close  inspection  of  this  splendid  mechanism. 
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American- Abell  1911  Ontario  Traction  Boiler 


WE  are  ready  this  season  with  a new  boiler  of  improved  design,  the  result  of  a great  deal  of  thought  based  on  our  experience  in 
caring  for  traction  and  threshing  needs  in  this  province.  An  examination  of  the  illustration  that  we  present  will  show  the 
splendid  generous  lines  on  which  this  boiler  is  constructed,  and  we  will  draw  your  attention  to  a few  of  the  many  points  that 
we  consider  should  be  noticed. 


Fire  Door.  This  is  equipped  with  wrought  iron  ring.  This  is  an  endless 
piece  of  re-fined  iron,  built  right  into  the  construction  of  the  plate  and  safe- 
guarding against  cracks  in  the  plate  at  this  very  vulnerable  point.  The  fire 
door  frame,  by  means  of  its  shape  and  position,  also  serves  as  further 
protection  for  the  plate  from  cold  air  blasts. 

Fire  Box.  Our  fire  box  on  all  of  our  boilers  of  different  sizes  will  be 
found  of  liberal  dimensions,  permitting  the  fireman  to  get  the  best  out  of  his 
fuel  with  a minimum  of  labour  as  the  fire  box  will  take  a good  long  stick,  and 
the  size  of  the  fire  door  does  not  prohibit  the  use  of  fuel  of  liberal  dimensions. 
We  have  also  shortened  up  our  fire  box  so  that  the  fire  is  drawn  up  closer  to 
the  crown  sheet,  and  we  will  guarantee  a great  deal  for  this  boiler  in  the  way 
of  quick  steaming.  We  supply  with  our  boilers  either  coal  or  wood-grates, 
and  both  if  convinced  that  they  are  needed. 


Ontario  1911  Boiler  Design 
16  to  28  H.  P.  in  Proportion 


Crown  Sheets.  This  is  constructed  with  2 inch  camber,  exactly  along 
the  lines  called  for  in  the  stringent  regulations  in  force  in  the  Canadian  North- 
West.  We  may  say  here  that  at  many  points  you  will  find  us  following  up 
requirements  in  the  Ontario  boiler  as  called  for  under  the  new  Western 
regulations,  so  that  when  the  time  comes  for  Ontario  to  have  her  own  boiler 
restrictions  you  will  find  us  well  within  the  rules.  Think  this  well  over,  for 
you  know  what  will  happen  to  great  a many  boilers  in  the  country  if  legislation 
comes  in  force  that  will  permit  an  inspector  to  say  just  how  much  or  how  little 
steam  pressure  any  boiler  may  carry. 

Tubes.  We  use  the  very  best  imported  seamless  tubes  in  our  boiler.  We 
do  not  use  copper  ferrules  in  our  tube  heads  for  this  reason  that  our  tubes 
come  to  us  uniform  in  size  and  our  tube  heads  are  drilled  and  reamed  to  fit 
snug,  and  the  inserting  of  the  tubes  in  the  boiler  is  accomplished  by  the  most 
up-to-date  pneumatic  machinery  that  money  can  buy.  Our  tubes  are  so  arranged 
in  our  boiler  as  to  allow  liberal  distances  between  the  tubes,  both  for  water 
circulation  and  for  sufficient  material  to  give  strength  at  the  tube  heads,  and 
we  claim  a great  deal  at  this  point  as  freedom  of  circulation  means  freedom 
from  scale,  and  freedom  from  scale  means  quick  generation  of  steam.  Mark 
well  : a close  examination  of  the  tube  heads  of  our  boiler  will  show  that  we 
have  provided  sufficient  material  between  the  tubes  at  the  tube  heads  to 
absolutely  do  away  with  any  danger  of  cracked  bridges.  When  you  buy 
a boiler  you  want  it  to  spend  its  time  making  steam  for  you,  and  not  sweating. 
If  you  want  it  to  shed  tears  for  its  maker  you  want  it  done  before  you  get  it. 

Dome.  The  dome  on  our  Ontario  boiler  will  be  found  situated  at  the 
centre  of  the  waist  sheet  and  at  centre  of  the  length  of  the  boiler.  This  fact, 
coupled  with  your  bountiful  steam  space,  will  make  this  boiler  free  from  any 
danger  of  lifting  water.  Steam  for  the  engine  will  be  drawn  from  the  top  of 
dome,  and  dry-pipe  will  also  run  from  the  injector  nipple  at  the  operating  end 
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American- Abell  1911  Ontario  Traction  Boiler — Continued 


Showing  What  the  Material  Used  Will  Stand 

Smoke  Stack.  The  smoke  stack  on  our  1911  Ontario  boiler  is  10  inches 
in  diameter,  of  such  a diameter  as  to  couple  up  with  the  exhaust  in  establishing 
a vacuum  in  the  smoke  box  under  all  conditions,  and  in  that  way  making  the 
boiler  a strong  steamer. 

Steam  Space.  Between  the  top  of  our  crown  sheet  and  the  top  of  the 
boiler  will  be  found  a distance  of  12  inches.  This  is  2 inches  more  than  you 
will  find  on  the  boilers  generally  submitted  to  the  Ontario  trade.  This  will 
permit  of  a sufficient  water  level  to  retain  the  full  steam  making  tendencies  of 
the  fire  box  and  at  the  same  time  provides  boiler  with  plenty  of  space  for  live 
dry  steam. 

Reinforcements.  All  of  the  brackets  on  the  1911  boilers  will  be  rein- 
forced to  meet  the  strains  placed  upon  them  at  the  different  bracket  points, 
and  special  attention  has  been  given  to  the  fire  box  sides  in  that  the  space 
between  the  stay  bolts  has  been  again  lessened  so  as  to  break  the  strain  placed 
upon  the  fire  box  sides  in  mounting  the  rear  axle  stubs  at  this  point.  In 
another  place  in  our  catalogue  we  claim  that  you  have  never  found  an 
American-Abell  engine  with  the  rear  wheels  dished,  and  this  will  show  you 
that  we  have  gone  one  better  in  still  further  protecting  our  reputation  in  this 
regard. 


of  the  boiler  to  the  top  of  the  dome,  so  that  live,  dry  steam  will  be  available 
for  the  injectors,  making  it  possible  to  drive  water  into  the  boiler  at  a specially 
low  pressure. 

Hand  Holes.  The  boiler  is  well  supplied  with  hand  holes  for  clean-out 
purposes.  Each  corner  of  the  fire  box  will  be  accessible  and  a hand  hole  will 
also  be  found  in  the  base  of  the  smoke  box,  and  the  arrangement  of  the  tubes 
will  make  this  boiler  very  accessible  at  this  and  every  point. 

Smoke  Box.  The  smoke  box  on  our  Ontario  boiler  is  24  inches  long,  and 
of  such  a dimension  and  arrangement  as  to  make  it  a thorough  spark  catcher. 
The  position  of  the  exhaust,  situated  well  up  under  the  stack  in  the  smoke  box, 
will  give  a powerful  draft  to  this  boiler  without  drawing  the  fire.  This  is  an 
important  point  on  which  we  claim  to  have  achieved  results. 
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Toronto  Combination  Ontario  Separator  for  1911 


Frame.  In  the  construction  of  the  frame  of  this  separator,  our  aim  has 
been  to  achieve  an  excellence  of  material  and  workmanship  that  will  result  in 
a frame  rigid  in  construction,  able  to  withstand  the  shocks  and  strain  of  the 
work  it  is  called  upon  to  do.  When  the  frame  of  the  separators  is  taken  to 
the  assemblers,  one  of  the  first  things  that  is  done  is  to  prime  all  of  the  ,open 
joints  that  will  be  brought  together  in  the  course  of  putting  the  frame  together. 
This  means  that  all  of  the  pores  in  the  wood  are  properly  closed,  so  that  when 
the  separator  is  exposed  to  the  weather  there  is  no  drawing  away  at  the  joints 
and  no  consequent  damage  to  the  fibre  of  the  wood  through  exposure  to 
moisture.  You  will  find  that  the  frame  of  your  separator  is  more  rigid  and 
will  stay  more  rigid  for  a longer  time,  growing  chiefly  out  of  this  comparatively 
small  attention.  The  material  used  in  the  frame  is  the  very  best  hard  maple 
that  can  be  purchased,  and  a walk  through  our  woodshop  gives  ample  oppor- 
tunity of  viewing  just  what  clean,  straight  stock  goes  to  make  up  these  frames. 


Deck  Shaft.  There  are  a great  many  special  features  in  the  1911 
separator,  and  the  chief  amongst  these  from  every  standpoint  is  our  new 
steel  deck  shaft.  This  shaft  in  its  present  material  has  done  away  with  a big 
element  of  expense  that  would  naturally  be  attendant  if  there  was  a weakness 
at  this  point.  Just  realize  what  this  means,  for  all  of  you  kuow  what  happens 
to  the  inside  of  your  machine  when  your  deck  shaft  breaks.  We  know  this 
ourselves,  for  we  at  one  time  used  an  iron  deck  shaft,  and  consequently  know 
how  our  present  steel  deck  shaft  saves  our  customers  and  ourselves  from  loss 
of  time  and  expense.  We  have  only  lately  installed  a specially  large  oil 
furnace  in  which  these  steel  deck  shafts  are  heated  preparatory  to  their  being 
bent  to  shape.  This  feature  permits  us  to  extend  an  even  temperature  to  our 
shaft  when  treating  it  in  this  way  so  that  the  shaft  on  completion  is  not 
susceptible  to  any  unevenness  in  the  material  and  consequent  danger  of 
breakage. 
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The  accompanying  illustration  shows  the  interior  of  our  Toronto  Combination  Separator,  giving  ample  opportunity  to  convince  you  of  our  deck  room 
and  separating  facilities.  The  Beater  shown  in  illustration  is  not  supplied  on  Separators  under  54  inch  in  body  width  ; also  the  Separator  for  the  Ontario  trade 
is  12  inch  lower  in  the  frame  than  shown  in  the  above  cut. 
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Toronto  Combination  Ontario  Separator  for  1911 — Continued 


Forks  and  Grates.  We  present  a cut  showing  how  the  forks  take  the  straw  from 
immediately  behind  the  cylinder  and  pass  it  swiftly  over  the  grates  to  the  straw  decks. 

We  claim  that  75  ^ of  the  separation  takes  place  at  the  grates — the  proper  place  for  it 
to  take  place,  but  as  stated  in  the  previous  paragraph  we  safeguard  the  balance  of  the 
work  by  putting  length  to  our  machine  and  giving  deck  protection  above  described.  A 
close  examination  of  the  illustration  will  clearly  show  just  how  completely  these  forks 

relieve  the  cylinder 

and  grates  of  the  straw  without  allowing  any  accumulation  at  the  grates,  serving  at  the  same  time 
to  pass  the  straw  to  the  decks  in  even  quantities,  thus  making  it  any  easier  matter  to  separate 
the  grain  from  the  straw. 


Straw  Decks.  We  show  in  our  catalogue  an  illustration  of  two  straw  decks.  There 
are  two  of  each  of  these  decks  in  our  machine.  The  upper  one  shown  in  the  illustration 
is  one  of  a pair  situated  immediately  in  the  rear  of  the  grates.  The  end  of  the  decks  at 
grates  is  hung  on  rocker  arms,  and  at  the  centre  is  attached  with  wood  boxings  to  steel 
deck  shaft.  The  lower  deck  shown  is  one  of  a pair  operating  in  the  rear  of  this  again. 
These  last  two  are  attached  at  the  centre  of  the  machine  to  deck  shaft,  the  outer  ends 
being  mounted  on  rocker  arms.  The  motion  of  the  decks  is  best  described  as  a circular 
swing,  and  as  each  deck  in  each  pair  swings  at  the  opposite  side  of  its  circle  they  con- 
stantly agitate  the  straw  and  pass  it  swiftly  to  the  blower,  giving  a wonderful  capacity. 
Main  ribs  on  decks  are  reinforced  with  angle  iron. 


Sieves  and  Shoes.  Our  regular  equipment  of  sieves  consists  of  wheat,  oat,  flax,  and  barley, 
to  be  used  in  combination  as  your  needs  may  dictate.  You  will  also  find  on  the  1911  machine 
our  new  return  shoe,  adapted  to  our  machine  so  as  to  permit  a long  wheel  base.  This  adjustment 
of  the  shoe  allows  us  to  get  our  rear  wheels  well  back  under  the  blower,  all  serving  to  keep  the 
machine  square  and  steady,  and  dividing  up  the  weight  more  evenly. 


Concave  Adjuster:  On  the  left  side  of  the  machine,  close  under  the  cylinder,  you  will  find 

a little  device  of  ours,  which  although  small  is  indeed  of  value  to  the  careful  thresher.  This  is 
our  concave  adjustment  for  the  raising  and  lowering  of  the  concaves.  We  do  this  with  worm  and 
segment  operated  by  wrench  which  permits  the  operator  to  place  his  concaves  just  where  he 
wants  them,  and  when  he  leaves  them  he  knows  they  will  stay  there,  as  the  machine  cannot 
dislodge  concaves  thus  placed.  A glance  at  our  illustration  will  show  why. 
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Toronto  Combination  Ontario  Separator  for  1911 — Continued 

Shafting.  One  of  the  first  things  noticed  on  examination  of  our  separator  is  the  liberal  size 
and  length  of  all  shafts.  We  have  not  been  niggardly  in  determining  the  length  of  this  or 
that  shaft,  but  have  left  ample  length  at  both  ends  so  that,  at  any  time,  extra  pulleys  or  attach- 
ments may  be  added  to  the  separator  equipment.  We  use  the  very  best  cold  rolled  machinery 
steel,  and  in  conjunction  with  all  of  our  boxings  have  grease  cups  wherever  the  size  of  boxings 
will  permit  of  attachment. 

Axles.  Our  axles  are  made  out  of  the  very  best  maple  axle  stock,  and  are  double  trussed 
from  skein  to  skein. 

Belting.  We  use  waterproof  black  cement  leather  belting,  a belting  that  is  put  up  especially 
for  threshing  machinery  purposes.  It  is  very  suitable  and  satisfactory  on  account  of  its  ability 
to  withstand  outside  weather  conditions. 


American- Abell  Ontario  Windstacker,  1911 

Housing.  Just  look  carefully  at  our  illustration,  and  see  how  the  lining  of  blower  has  been 
arranged  without  any  corners  wherein  straw  may  lodge  or  accumulate.  At  the  base  of  the 
housing  you  find  a large  agitator  sheet  constantly  on  the  move  : in  fact  the  blower  seems  almost 
human  in  its  anxiety  to  hurry  the  straw  to  the  fan  housing.  The  entrance  to  the  fan  chamber  is 
off  centre  so  that  the  straw  and  air  meet  the  fan  at  that  point  on  the  blade  that  gives  the  hardest 
thrust  without  breaking  the  straw  all  to  pieces.  The  air  exhaust,  created  by  the  fan  drive,  draws 
the  straw  quickly  to  the  fan  housing,  and  as  quickly  disposes  of  it. 

We  draw  your  attention  to  the  little  cut  showing  the  bracket  in  which  we  mount  the  short 

shaft  on  which  the  fan  and  fan  drive  pulley  are  mounted.  Notice  the  splendid  width  given  to  the 

bearings,  also  two  iron  collars  with  sunken  head  set  screws,  permitting  of  take  up  in  side  play. 
The  arrangement  of  this  bracket  gives  us  a smooth  running  fan,  free  from  all  vibration  and  so 
placed  as  to  give  the  highest  efficiency. 

Deliveries  of  Separators,  Windstackers  and  Feeders 

A great  many  of  our  competitors  have  made  selling  meat  out  of  the  winter,  and  now  have  them  stored  at  Toronto,  so  that  the  very  best  and 

assertion  that  we  cannot  fill  our  orders.  We  own  up  to  the  fact  that  it  has  prompt  attention  can  be  extended  to  any  business  of  this  description  that  is 

kept  us  busy  doing  so,  but  this  year,  we  are  pleased  to  tell  our  friends,  our  entrusted  to  our  care, 

separators  are  ready  for  the  market.  We  have  finished  them  up  during  the 
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The  No.  4 Victor  Double  Huller  Clover  Thresher 

TH  E No.  4 Victor  Clover  Huller  is  a machine  that  we  have  been  building  for  the  past  fifteen  years,  and  a 
machine  that  throughout  its  life  has  not  changed  at  any  of  its  vital  points,  or  in  general  construction. 
From  time  to  time  we  have  been  able  to  make  this  or  that  improvement,  calculated,  according  to  our 
experience,  to  render  the  machine  more  effective  under  harder  conditions.  For  instance,  we  have  improved  the 
style  and  size  of  some  of  the  boxings,  we  have  increased  the  capacity  of  the  little  elevators,  and  we  have  altered 
the  adjustment  and  attachment  of  some  of  the  boxings  in  the  interior  of  the  machine. 

In  our  1911  catalogue  we  have  endeavored  to  a greater  extent  than  previously  to  show  up  more  detailed 
parts,  and  to  make  ourselves  more  clear  in  regard  to  our  claims  for  the  machine.  However,  as  far  as  claims  for 
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1911  No.  4 Victor  Clover  Huller  and  Windstacker 
also  supplied  with  Reeves  Feeder 


1911  Toronto  Combination  32  x 48  Separator 
Equipped  with  Windstacker  and  Lindsey  Feeder 
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The  No.  4 Victor  Double  Huller  Clover  Thresher 

the  machine  are  concerned,  we  will  draw  your  attention  specifically  to  several  pages  of  testimonials  received 
from  gentlemen  who  are  to  be  classed  amongst  the  foremost  clover  threshers  in  the  businees,  and  whose  opinion 
is  certainly  worth  something,  to  us  a great  deal.  We  believe  that  we  can  give  the  same  satisfaction  to  new 
business  that  we  have  been  successful  in  extending  to  that  business  already  entrusted  to  us,  our  success  in 
connection  with  which  we  place  before  you. 

Following  this  article,  you  will  find  an  article  by  our  Mr.  Thomas  Fleming,  who,  previous  to  the  time  that 
he  enlisted  his  services  with  us,  was  a thresher  of  repute,  and  who  has  used  the  No.  4 Victor  Clover  Huller.  At 
our  request,  Mr.  Fleming  gives  you  the  benefit  of  his  experience,  and  especially  to  the  new  man  with  the  No.  4 
Victor  we  commend  his  remarks  in  regard  to  proper  care  at  the  starting  up  of  the  machine. 
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We  draw  particular  attention  to  the  engraving  showing 
the  working  side  of  the  removable  section  of  the  lower 
cylinder.  This  shows  to  perfection  the  fluted  teeth,  and  also 
the  leather  detainers.  It  must  be  evident  to  any  casual 
observer  that  our  huller  cylinder  has  at  least  three  times  the 
hulling  surface  as  compared  with  some  other  makes  on  the 
market  ; also  the  fact  that  we  rely  upon  our  spikes  to  do 
the  work  gives  us  a construction  that  is  longer  lived,  and 
which  can  be  replaced  or  repaired  at  a minimum  of  expense. 

This  cut  also  shows  how  the  leather  detainers  are  placed 
in  the  lower  cylinder. 

In  equipping  this  machine  for  market,  we  have  left  no 
stone  unturned  to  make  it  as  complete  and  serviceable  as  we 
possibly  can.  Every  boxing  that  will  stand  such  a 


ment  has  been  equipped  with  grease  cup.  All  others  have 
liberal  oiling  device.  All  of  the  main  drive  pulleys  are 
thoroughly  lagged,  and  the  extra  equipment  of  the  machine 
is  such  that  all  kinds  and  classes  of  work  can  be  handled  to 
the  quickest  and  best  advantage. 

We  also  show  a cut  of  the  stemmer.  This  is  the  top 
sieve  in  the  clover  huller.  When  the  machine  was  first  put 
on  the  market  this  sieve  was  not  included  in  the  equipment. 
Its  object  is  to  relieve  the  separating  sieves  of  a large  amount 
of  unnecessary  work,  in  that  the  bulk  of  the  heavy  crop  that 
finds  its  way  through  both  cylinders  is  passed  over  this 
stemmer  into  the  blower. 
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Another  illustration  that  we  show  is  that  of  the  agitator  decks. 
These  operate  in  connection  with  the  agitator  decks  in  the  upper 
body  of  the  huller,  and  by  their  motion  and  agitation,  act  in  the 
same  manner  as  a grain  separator  deck  in  taking  the  grain  and  seed 
from  the  main  body  of  the  crop  and  passing  it  back  to  the  lower 
cylinder,  while  the  threshed  portion  of  the  clover  straw  is  sent 
along  into  the  blower  housing. 


We  show  an  illustration  of  the  lower  sieve  or  shoe.  This 
is  the  final  operation  on  the  seed  in  the  main  body  of  the  huller. 

From  the  spout  as  shown  in  the  engraving,  the  seed  is  passed  to 
the  little  elevators,  which  in  turn  take  it  to  the  recleaner,  where 
it  is  finally  cleaned  and  put  into  the  bag  ready  for  market  in 
such  shape  as  to  satisfy  the  most  exacting.  In  a great  many  of 
our  testimonials  you  will  find  especial  mention  of  the  clean 
quality  of  the  seed  as  taken  from  the  little  mill. 

One  of  the  chief  things  that  we  claim  for  our  machine  is  its  wonderful 
accessibility.  It  is  equipped  with  two  open  bar  cylinders.  The  upper  one  is 
always  accessible,  and  the  second  or  lower  one,  referred  to  as  the  huller 
cylinder,  is  reached  for  any  purpose  by  removing  the  tool  box  at  the  front  of 
the  machine,  whereupon  a section  of  the  concaves  fitted  with  handles  may  be 
removed  by  simply  loosening  two  clamps.  This  section  lifts  out  and  enables 
the  operator  to  reach  any  part  of  the  lower  cylinder.  It  is  at  this  point  that  the 
concaves  are  either  removed  or  inserted,  the  upper  and  lower  sections  of  the  con- 
caves being  held  in  place  by  keeper  rods  running  from  side  to  side  in  the  machine 
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The  Reeves  Feeder  for  Clover  Huller 


When  so  desired,  we  equip  the  No.  4 Victor 
Clover  Huller  with  the  Reeves  Clover  Feeder.  This 
is  a feeder  which  we  import,  and  which  has  proved 
itself  a wonder  in  handling  the  clover  crop.  Its 
construction  is  light  and  serviceable,  not  adding  any 
undue  weight  to  the  machine,  and  as  it  is  positive  and 
smooth  running  in  action,  it  enables  the  machine  to 
do  a first  grade  class  of  work  when  equipped  with 
this  feeder.  The  drive  for  the  Reeves  feeder  is  taken 
from  the  right  hand  end  of  the  upper  cylinder  shaft. 


It  has  a throw  out  lever  that  can  be  operated  from 
the  ground,  and  one  simple  movement  enables  the 
operator  to  engage  or  disengage  the  feeder. 

We  also  equip  the  No.  4 Victor  Clover  Huller 
with  our  pocket  edition  Side  Fan  Windstacker,  an 
attachment  without  which  a Clover  Huller  is  really 
incomplete.  This  stacker  is  equipped  with  extension 
pipe  and  revolving  hood,  and  also  with  our  1911 
turntable,  and  is  a solid  serviceable  attachment  that  no 
huller  should  be  without.  The  construction  of  the 
windstacker  pipe  also  tends  to  preserve  the  accessi- 
bility to  the  inside  of  the  huller.  The  stacker  pipe 
having  a loose  joint  which  telescopes  upwards,  leav- 
ing a clear  space  at  the  rear  of  the  machine  through 
which  the  sieves  or  screens  may  be  taken  at 
pleasure. 

We  also  equip  the  Clover  Huller  Windstacker 
with  our  Special  Side  Fan  Shaft  Bracket,  with  our 
special  collars  for  the  taking  up  of  side  play,  and 
the  fan  in  the  clover  huller  stacker  will  be  found 
free  from  objectionable  vibration  and  a strong,  con- 
scientious worker,  adding  very  little  to  the  power 
necessary  to  run  the  machine. 


We  show  an  outline  drawing  of 
the  Clover  Huller,  showing  the  pro- 
per method  of  attaching  the  belting. 
This  should  be  kept  well  in  mind 
when  putting  the  belts  on  for  the 
first  time.  Needless  to  say,  it  is 
very  important  that  you  get  this 
feature  correct  if  the  proper  funct- 
ions of  the  machine  are  to  be 
accomplished. 


How  to  Start  a No.  4 Victor  Clover  Huller 


1.  See  that  everything  in  the  way  of  equipment,  etc.,  is  removed 
from  the  inside  working  parts  and  chambers  of  the  machine. 

2.  Have  the  machine  properly  belted.  Consult  chart  in  tool  box 
giving  full  information  on  this  point.  See  that  all  boxings 
are  properly  oiled,  that  all  grease  cups  are  in  their  proper 
places  and  performing  their  functions. 

3.  Have  all  sieves  securely  fastened  in  their  proper  places. 

4.  Start  huller  slowly.  See  that  every  part  is  running  freely, 
then  feed  lightly  until  you  have  an  opportunity  of  adjusting 
wind  so  that  it  will  work  evenly  over  the  shoe.  When  the 
wind-board  adjustment  is  made  (immediately  in  front  of  the 
large  fans)  adjust  these  so  that  the  wind  will  be  distributed 
evenly  over  the  shoe.  Open  or  close  blinds  on  the  outside  of 
fan  to  govern  amount  of  wind. 

5.  See  that  tail-board  at  back  of  sieves  is  raised  no  higher  than  is 
necessary  to  save  seed,  avoiding  unnecessary  elevation. 


6.  To  get  the  best  results  from  the  Victor  huller  no  more  teeth 
than  necessary  should  be  used  in  the  top  concaves.  The 
machine  supplied  with  extra  blanks  to  use  instead  of  the 
spiked  concaves,  and,  we  repeat,  use  as  few  teeth  in  the  upper 
cylinder  concaves  as  you  possibly  can. 

7.  Before  shutting  down,  run  all  tailings  out  of  the  huller  by 
simply  letting  the  machine  run  empty. 

8.  Do  not  interfere  with  the  free  working  of  the  agitator  deck. 

If  the  operator  will  observe  the  above  points  and  such  other 
ones  as  his  own  intelligence  will  dictate,  nothing  but  the  very  best 
results  can  possibly  be  obtained  with  a No.  4 Victor  Clover  Huller. 

Yours  truly, 

(Signed)  THOMAS  FLEMING. 
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Water  Tanks  and  Tank  Trucks 


OUR  water  tank  and  tank 
trucks  equipped  with 
low  down  tank  pump 
and  our  special  red  cord 
covered  suction  hose  makes  a 
very  serviceable  and  necessary 
article  around  any  portion  of 
the  threshing  outfit.  The 
water  tank  is  half  round  in 
shape,  constructed  of  wood, 

of  twelve  barrel  capacity.  It  is  also  fitted  with  a fuel  rack  that  makes  it  a very  handy  vehicle  on  the  road.  It  is  equipped  with  steel 
wheels  and  extension  tongue.  The  trucks,  when  used  separately  from  the  tank,  make  an  excellent  and  useful  article  for  one  hundred  and 
one  purposes  in  evidence  at  all  times  of  the  year. 


Lindsey  Self  Feeder 


For  1911  the  second  set  of  knives  will  be  lowered  so  as  to  run  closer  to  the  rake  than  shown  in  cut 
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THE  photograph  that  we  show  above  is  representative  of  a typical  scene  in  our  yard  during  the  clover  threshing  season. 
The  first  machine  on  the  cars  went  to  Mr.  Jerry  Downey,  Willow  Grove,  the  second  one  went  to  Mr.  G.  M.  Robins, 
Simcoe,  Ont.,  and  the  third  one  to  Mr.  Perry  Williams,  Port  Burwell,  Ont.  Perhaps  it  would  be  interesting  for  you 
to  ask  any  of  these  gentlemen  just  what  their  experience  with  these  mills  has  been.  We  do  not  point  them  out  especially, 
but  the  fact  that  their  three  hullers  are  represented  above  led  us  to  speak  in  this  way. 
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A Little  Chat  about  Business  in  General 


WE  have  made  up  our  minds  that  the  policy  upon  which  we  must  build  up  our 
business  is  that  of  friendship  and  confidence  of  the  men  with  whom  we  deal. 
This  will  be  the  actuating  influence  in  all  our  dealings  with  you.  We  want  to  earn 
your  respect  as  well  as  your  business,  and  regardless  of  how  small  or  how  large  the  amount 
of  business  that  you  entrust  to  us,  we  will  endeavor  to  handle  it  in  such  a way  that  you  will 
come  back  to  us.  We  have  been  conscientious  in  placing  the  values  of  our  goods,  and 
we  will  respectfully  intimate  that  the  prices  as  published  are  the  prices  that  we  sell  at. 
We  believe  that  we  will  keep  your  respect  by  coming  to  the  point  at  once  on  this  subject. 

In  regard  to  terms,  we  aim  as  far  as  possible  to  have  our  customer  dictate  the 
terms  upon  which  he  will  pay  for  his  machine.  Our  reason  for  this  view  point  is  this 
that  when  the  notes  come  due  we  conscientiously  expect  to  have  them  taken  care  of. 
We  do  not  wish  you  to  agree  to  do  more  than  you  know  you  can  do,  bearing  in  mind 
always  that  it  is  to  the  advantage  of  all  concerned  that  any  deal  be  cleared  up  as  quickly 
as  possible.  All  of  our  prices  are  F.  O.  B.  Toronto,  and  our  values  are  placed  with  this 
in  mind. 
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Duart,  Ont.,  November  12th,  1910 
American-Abell  Engine  and  Thresher  Co  , Limited, 

Toronto,  Ont. 

Gentlemen  : The  Cock  O'  the  North  Clover  Huller  works  first  rate. 

Does  splendid.  Yours  truly. 

\ Signed ) D.  J.  FORD. 


Crossland  P.  O.,  Ont.,  November  15th,  1910 

American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto,  Ont. 

Gentlemen  : We  have  had  clover  mills  of  different  kinds,  and,  being 

always  in  the  threshing  business,  heard  of  the  Victor  and  bought  one. 
Since  we  have  put  this  huller  to  work,  we  are  able  to  say  that  the  Victor 
excels  all  other  mills  on  the  market  today.  We  have  threshed  three  bags 
of  red  clover  in  70  minutes.  We  can  recommend  the  Victor  as  the  best 
clover  separator  to  any. intending  purchaser  of  a clover  mill.  Yours  truly, 

(Signed)  JOHN  KIDD  & SONS. 


Gormley,  Ont,,  November  14th,  1910 

American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto,  Ont.  . . 

Gentlemen  : I am  very  pleased  wiih  my  new  American-Abell  Clover 

Huller  with  stacker  and  feeder.  It  threshes  easy  and  does  good  work. 

Yours  truly, 

(Signed)  W.  A.  COOK. 


Stoney  Point,  Ont.,  November  15th,  1910 

American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto,  Ont. 

Gentlemen  : In  regard  to  Clover  Huller,  I have  had  much  satisfaction 

with  it,  as  it  does  very  good  work,  and  the  farmers  are  very  well  pleased 
with  it.  Yours  truly, 


(Signed)  J.  B.  LALONDE,  Jr. 


Colwell,  Ont.,  November  15th,  1910 

American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto,  Ont. 

Gentlemen:  It  is  six  years  since  I bought  the  Victor  Clover  Huller 

from  you,  and  it  has  given  good  satisfaction.  I think  they  are  the  best 
clover  huller  on  the  market  for  fast  and  clean  work.  I have  hulled  four 
bags  of  clover  in  55  minntes  and  done  a good  clean  job.  If  I was  buying 
again  I would  buy  a Victor.  She  is  as  good  as  ever  yet,  and  I have  never 
had  a break  yet,  and  I thresh  from  100  to  145  days  every  year.  I could  say 
a lot  more  if  I had  time.  Yours  truly, 

(Signed)  THOS.  HARRIS. 


Port  Burwell,  Ont.,  November  29th,  1910 

American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto,  Ont. 

Gentlemen:  When  I first  talked  about  getting  a new  huller,  different 

ones  told  me  they  liked  the  Victor.  Since  I have  tried  my  new  Victor,  I 
find  it  even  more  than  I expected.  We  have  threshed  as  high  as  21  loads  in 
one  day  of  less  than  8 hours.  The  farmers  tell  me  they  never  saw  such  a 
good  huller,  for  they  sell  their  seed  without  further  cleaning.  Some  one 
had  a report  put  in  the  Aylmer  papers  about  it  threshing  25  bushels  in  four 
hours.  The  advertisement  in  the  paper  has  brought  me  more  work.  We 
have  threshed  between  500  and  600  bushels  already  and  expect  as  much 
more.  If  at  any  time  I can  do  anything  for  you,  let  me  know. 

Yours  truly, 

(Signed)  PERRY  WILLIAMS. 


Simcoe,  Ont.,  December  14th,  1910 

American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto,  Ont. 

Gentlemen  : Find  enclosed  cheque  for  payment  due  you  on  the  Victor 

Clover  Huller  which  I purchased  from  you  in  October.  I have  run  it  almost 
steady  since  that  time,  and  it  has  given  me  hardly  a minute’s  trouble.  I 
have  used  two  other  makes  of  clover  hullers  which  were  considered  good 
machines,  but  the  Victor  has  been  more  satisfactory  to  my  customers  as  well 
as  to  myself.  Yours  truly, 


(Signed)  G.  M.  ROBINS. 


Belhaven,  Ont.,  November  24th,  1910 
American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto,  Ont. 

Gentlemen  : I have  been  running  a Victor  Clover  Huller  for  the  last 

27  years.  I like  it  fine.  It  is  always  giving  good  satisfaction  to  me  and  my 
customers.  I was  the  first  one  to  have  a Victor  Clover  Huller  around  here. 
I have  run  other  kinds,  but  they  cannot  come  up  to  the  No.  4 Victor  Mill. 
It  will  outrun  any  other  mill  made,  for  it  is  a better  huller.  I have  run  it 
as  many  as  60  days  in  one  season  and  have  threshed  26  bushels  of  red  clover 
in  two  and  a half  hours.  I do  not  think  there  was  much  thrown  over  in 
doing  that  kind  of  work.  Wishing  you  every  success.  Yours  truly, 

(Signed)  WILLIAM  H.  SMITH. 


Empey  Hill,  Ont.,  December  3rd,  1910 
American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto,  Ont. 

Gentlemen  : I threshed  22  bushels  of  clover  seed  with  one  of  your  No. 

4 Victor  Clover  Hullers,  and  left  it  ready  for  the  market  in  five  hours. 
Yours  truly, 

(Signed)  FORD  RUSSELL. 


Hagersville,  Ont.,  October  12th,  1910 
American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto,  Ont. 

Gentlemen:  We  are  glad  to  say  our  Victor  Clover  Huller  started  off 
almost  itself.  Everything  is  O K.  We  wish  you  every  success,  and  will  do 
all  we  can  for  you  towards  more  sales.  Yours  truly, 

(Signed)  McCAULEY  & PILKEY. 


Port  Ryerse,  Ont.,  November  18th,  1910 
American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto,  Ont. 

Gentlemen  : The  Victor  Clover  Huller  has  given  good  satisfaction,  is 

good  cleaner,  runs  smooth.  The  stacker  is  just  the  thing.  I am  well 
pleased  with  it.  Yours  truly, 

(Signed)  FRANK  EVANS. 
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Dresden,  Ont.,  December  29th,  1910 
American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto,  Ont. 

Gentlemen  : Well  I must  say  I do  not  think  there  is  the  like  in  Canada 

of  the  Victor  Clover  Huller  except  another  just  like  it.  This  machine  is  all 
the  talk  among  the  farmers.  It  cleans  the  seed  so  nice  that  they  sell  their 
seed  without  cleaning.  I think  we  will  be  able  to  sell  a lot  of  these  machines 
in  this  part  of  the  country.  Wishing  you  a Happy  New  Year. 

Yours  truly, 

(Signed)  JOHN  HAINGS. 


Fisherville,  Ont.,  January  16th,  1911 
American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto,  Ont. 

Gentlemen  : I threshed  this  fall  with  the  same  man  that  I was  with 

last  year,  Mr.  James  Otterman.  We  have  a Victor  Clover  Huller  and  it 
worked  nice  again  this  fall.  We  threshed  40  bags  of  blue  grass  in  less  than 
8 hours.  Let  them  beat  that  if  they  can.  Yours  truly, 

(Signed)  WESLEY  STEWART. 


Painswick,  Ont.,  February  23rd,  1911 
American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto,  Ont. 

Gentlemen  : I have  just  finished  my  twentieth  season  threshing  clover. 

The  huller  I bought  off  you  this  season  has  nearly  paid  for  itself  already, 
and  the  season  was  half  over  before  I decided  to  buy.  It  seemed  a lot  of 
hard  cash  to  put  in  a machine,  but  I have  most  of  it  back  already,  and  the 
machine  my  own  and  about  as  good  as  when  it  left  the  shop.  I am  often 
asked:  "Why  didn’t  you  get  a Victor  before?”  Suffice  it  to  say  I am 
pleased  with  the  Victor.  Yours  truly, 

(Signed)  A.  W.  WARNICA. 


Brechin,  Ont.,  March  15th,  1910 
American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto,  Ont. 

Gentlemen  : This  is  to  certify  that  I have  been  in  the  threshing 

business  for  29  years  and  have  run  all  kinds  of  clover  mills,  but  not  one  of 
them,  in  my  estimation,  can  compete  with  the  Victor  Clover  Huller  and 
Windstacker  for  good  clean  work.  Yours  truly 

(Signed)  FREDERICK  W.  LAMB. 


Millbrook,  Ont  , March  14th,  1910 
American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto,  Ont. 

Gentlemen  : I am  sending  in  a bunch  of  testimonials  that  I have 

received  from  the  farmers  for  whom  I have  threshed  with  the  Clover  Huller. 
They  are  all  highly  pleased.  I must  say  that  the  No.  4 Victor  Clover  Huller 
is  the  best  mill  that  has  been  in  this  locality,  bar  none.  It  threshes  the 
fastest,  and  cleans  the  seed  clean  enough  for  the  seed  store.  I can  highly 
recommend  the  No.  4 Victor  to  any  thresher.  It  is  the  best  by  all  means. 

Yours  truly, 

(Signed)  JAMES  H.  PEEL. 

NOTIJ  — The  letters  that  Mr.  Peel  sent  us  go  a long  way  to  show  what  a satisfaction 
there  is  in  having  a really  first-class  machine.  It  is  a pleasure  for  Mr.  Peel  to  go  about 
amongst  his  customers,  as  they  all  have  confidence  in  his  Victor  Clover  Huller  and  know 
that  when  he  comes  on  the  job  they  are  going  to  get  the  very  best  out  of  their  crop. 


Ravenshoe,  Ont.,  March  8th,  1910 
American-Abell  Engine  and  Thresher  Co. , Limited, 

Toronto,  Ont. 

Gentlemen  : We  are  sending  you  a sample  of  the  seed  just  as  it  came 

from  the  Victor  mill.  The  Victor  will  hunt  more  seeds  than  any  other  mill 
on  the  road,  and  it  will  be  to  the  advantage  of  the  farmer  to  have  the  Victor 
thresh  his  clover.  Yours  truly, 

(Signed)  J.  T.  COWIESON. 


Empey  Hill,  Ont.,  October  1st,  1910 
American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto,  Ont. 

Gentlemen ; We  found  the  Victor  Clover  Mill  to  be  all  that  you 
represented  it  to  be,  and  we  certainly  appreciate  the  way  in  which  you  have 
sent  this  mill  forward.  The  belts  are  all  ready  for  use,  and  we  see  no  reason 
why  we  should  keep  your  money  any  longer,  and  you  will  find  enclosed 
herewith  our  draft  in  full  payment  for  the  outfit.  Yours  truly, 

(Signed)  THOS.  W.  RUSSELL. 


Jarvis,  Ont.,  November  26th,  1909 
American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto,  Ont. 

Dear  Sirs  : We  have  run  a No.  4 Victor  Clover  Huller  for  the  last  four 
years,  and  it  has  given  good  satisfaction  to  both  ourselves  and  the  farmer. 

(Signed)  D.  & S.  W.  UNDERHILL. 


Ashburn,  November  20th,  1909 
American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto  Ont. 

Dear  Sirs  : This  is  the  second  season  that  I have  been  running  the  No. 
4 Victor  Clover  Huller.  I have  had  no  trouble  with  it  whatever,  and  prefer 
it  to  any  other  make  of  mill  for  threshing  clean. 

(Signed)  JOHN  BEAMISH. 


Quay,  Ont.,  Dec.  27th,  1910 
American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto,  Ont. 

Dear  Sirs  : I started  the  mill  Christmas  Day,  she  went  off  like  a bird, 

and  did  her  work  well.  The  people  say  so,  so  it  must  be  true.  There  was 
about  200  people  here  to  see  the  huller  start  off  without  a kick,  and  even 
your  competitors  are  forced  to  admit  that  the  No.  4 Victor  is  the  daddy  of 
them  all.  There  is  no  use  sending  a man  down.  Everything  is  alright. 

(Signed)  JAS.  W.  NELSON. 


Blytheswood,  Ont.,  May  6th,  1909 
American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto,  Ont. 

Dear  Sirs  : The  Clover  Huller  I got  from  you  is  hard  to  beat.  I have 

the  other  hullers  skinned  a mile.  I had  different  farmers  tell  me  this  spring 
after  they  had  sold  their  clover  seed,  that  when  they  had  cleaned  it  for 
market,  or  for  their  own  use,  that  they  did  not  get  an  ounce  of  dirt  to  the 
bushel  ; and  some  never  cleaned  it  at  all,  and  the  buyer  thought  it  had  been 
cleaned  through  a fanning  mill.  The  huller  is.  not  made  yet  that  will  beat 
the  No.  4 Victor. 

(Signed)  E.  O.  SCRATCH. 


Loretto,  Ont.,  December  4th,  1909 
American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto,  Ont. 

Dear  Sirs  : I have  used  the  No.  4 Victor  Huller,  and  find  it  a fine 

machine  in  every  respect.  I have  threshed  70  bushels  in  10  hours. 

(Signed)  JOS.  McCANN. 


Millbrook,  Ont.,  January  4th,  1910 
American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto,  Ont. 

Dear  Sirs  : The  mill  is  working  fine.  Wishing  you  many  Happy  New 

Years  and  prosperous  ones. 

(Signed)  J.  H.  PEEL. 

Alliston,  Ont.,  January  10th,  1910 
American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto,  Ont. 

Dear  Sirs  : The  mill  works  fine,  and  does  good  work. 

(Signed)  T.  J.  HEYDON. 


Everett,  Ont.,  December  13th,  1909 
Gentlemen  : The  No.  4 Victor  Huller  is  the  best  clover  huller  on  the 

market,  bar  none.  I have  hulled  a bag  of  clover  seed  weighing  ] 45  pounds, 
cleaned  by  the  mill  fit  for  market,  in  30  minutes,  and  kept  that  up  for  10 
hours.  There  is  no  huller  that  can  come  up  to  the  Victor  for  clean  and  fast 
work,  and  I have  had  three  of  them,  and  would  buy  nothing  else.  The  new 
one  I got  this  year  is  still  better.  No  customer  can  make  a mistake  in  buy- 
ing a No.  4 Victor  if  they  want  an  up-to-date  machine. 

(Signed)  JOHN  STINSON. 


Beeton,  Ont.,  December  13th,  1909 
American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto,  Ont. 

Dear  Sirs  : I have  threshed  a lot  of  clover  with  the  No.  4 Victor,  and 

find  that  they  are  the  fastest  huller  on  the  market.  We  have  other  hullers 
around  here,  but  the  farmers  who  have  clover  to  thresh  try  to  get  the  Victor. 
I am  running  one  now,  and  would  not  trade  her  for  any  other  huller  on  the 
market. 

(Signed)  ANDREW  HOGG. 


Tuam,  Ont.,  Dec.  5th,  1909 
American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto,  Ont. 

Dear  Sirs  : The  No.  4 Victor  Clover  Huller  I bought  four  years  ago,  is 
giving  the  very  best  of  satisfaction.  The  farmers  around  here  want  no  other 
but  the  Victor.  They  say  it  cleans  the  seed  so  well,  and  is  a very  clean 
thresher. 


(Signed)  ALBERT  PALMER. 


Forest  Mills,  Ont.,  Nov.  22nd,  1909 
American-Abell  Engine  and  Thresher  Co.,  Limited. 

Toronto,  Ont. 

Dear  Sirs : I like  my  No.  4 Victor  Clover  Huller  fine,  I dressed 

21  bushels  in  Al/2  hours.  The  people  say  that  they  would  sooner  give  me 
#1.00  more  a bushel  for  seed,  than  from  any  other  make  of  machine. 

(Signed)  THOS.  FRENCH. 
Cookstown,  Ont.,  Nov.  1st.  1909 
American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto,  Ont. 

Dear  Sirs  : A word  for  your  Victor  Huller.  You  cannot  be  beaten. 

My  customers  are  well  pleased  with  the  work  it  does.  I have  run  all  other 
kinds,  and  find  the  Victor  the  best  huller  I have  ever  used.  Parties  wish- 
ing to  buy  a clover  huller  make  no  mistake  in  choosing  a Victor. 

(Signed)  W.  H.  JEBB. 

Merlin,  Ont.,  Nov.  22nd,  1909 
American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto,  Ont. 

Dear  Sirs  : The  No.  4 Victor  Huller,  purchased  from  your  agent 

Mr.  Chalmers,  is  given  good  satisfaction.  It  runs  easy,  and  does  its  work 
well. 

(Signed)  J.  J.  IRWIN. 

Queensville,  Ont  ,.Nov.  26th,  1909 
American-Abell  Engine  and  Thresher  Co.,  Limited, 

Toronto,  Ont. 

Dear  Sirs  : It  is  six  years  since  I bought  the  No.  4 Victor  Clover 

Huller,  and  it  has  given  entire  satisfaction.  I have  not  had  a break  yet, 
and  have  lost  only  a few  spikes  since  I started.  It  threshes  very  fast,  and 
does  the  best  of  work.  Buyers  of  clover  seed  willingly  pay  from  75c.  to 
$1.00  more  per  bushel  for  seed  from  the  Victor,  on  account  of  the  seed 
going  through  whole.  I have  hulled  forty  bushels  of  alsike  in  four  hours, 
without  waste.  It  cannot  possibly  be  beaten  in  red  clover,  and  is  complete 
in  every  form.  Your  well  wishing  friend, 

(Signed)  JOHN  STICKWOOD. 

Violet  Hill,  Ont.,  Nov.  22nd,  1909. 
American. Abell  Engine  and  Tresher  Co.,  Limited, 

Toronto,  Ont. 

Dear  Sirs  : Your  Clover  Mill  is  alright.  I like  it  fine  ; the  only  thing 

I have  against  it,  is  that  there  are  too  many  like  it  around  here. 

(Signed)  RICHARD  HOLT. 


The  Production  of  Clover  Seed 

Courtesy  of  MR.  T.  G.  RAYNOR,  Dominion  Seed  Commissioner’s  Office,  Ottawa,  Canada 


THERE  are  comparatively  few  farmers  who  are  making  a 
real  business  of  growing  clover  seed.  The  majority  who 
produce  seed  from  time  to  time  look  upon  the  clover  seed 
crop  as  a sort  of  present  that  comes  to  them  should  the  season 
prove  favorable  to  the  formation  of  seed.  This  is  especially  true 
of  common  red  clover  seed  production  which  either  comes  after 
clover  is  pastured  until  June  1 7th  or  after  the  first  crop  is  mowed 
for  hay.  The  land  in  either  case  has  produced  a paying  crop 
before  the  attempt  is  made  to  produce  seed  and  is  the  richer  for 
having  grown  it,  because  of  the  plant  food  gathering  properties  of 
the  clover  plant. 

The  clover  seed  producing  area  of  Ontario,  which  is  really 
the  source  of  supply  for  local  and  much  of  the  foreign  demand, 
is  that  which  lies  south  and  west  of  a line  drawn  from  Kingston 
to  Georgian  Bay.  It  is  estimated  that  fully  1 50,000  bushels  of 
clover  seed  is  annually  exported  from  this  area,  which,  at  $7  per 
bushel  represents  a value  of  $1,050,000 — no  inconsiderable  item. 
It  is  at  least  safe  to  say  that  the  home  trade  demands  at  least  as 
much  annually.  According  to  the  last  Bureau  of  Industries  report 
some  three  and  a quarter  million  acres  are  annually  seeded  to 
tame  grasses  and  clovers.  Allowing  that  one  third  of  this  area 
1,075,000  acres  are  annually  seeded  with  red  clover  at  the  rate 
of  eight  pounds  per  acre,  about  1 50,000  bushels  would  be 
required  in  Ontario  alone,  to  say  nothing  of  the  other  provinces. 
For  the  whole  Dominion,  tnerefore,  1 50,000  bushels  of  seed 


would  be  a very  conservative  estimate  to  make.  With  what  is 
annually  exported,  the  total  estimated  amount  would  be  300,000 
bushels.  This  compared  with  the  producing  possibilities  of  this 
crop  in  Ontario  is  little  more  than  half.  This  is  apparent  from 
the  fact  that  if  we  take  only  one  half  of  the  1,075,000  acres 
annually  estimated  as  seeded  with  clover,  then  at  the  rate  of  only 
one  bushel  of  seed  per  acre  over  that  area,  over  500,000  bushels 
would  be  produced,  which,  if  valued  at  $7  per  bushel  would 
mean  $3,500,000  worth  of  seed. 

If  clover  seed  growing  were  made  more  of  a business,  this 
amount  could  be  reached  easily,  if  not  exceeded,  and  if  the  right 
quality,  would  find  a market  at  remunerative  prices. 

It  is  quite  possible  to  get  the  seed  of  the  right  quality, 
judging  from  the  reports  of  twenty-eight  men  who  reported  on 
seed  growing  in  twety-six  counties,  whom  the  Minister  of 
Agriculture,  Hon.  Sydney  Fisher,  authorized  through  the  seed 
branch  Department  of  Agriculture,  Ottawa,  to  visit  farmers  on 
the  side  lines  and  concessions  of  their  respective  counties  and 
confer  with  them,  among  other  things,  as  to  the  best  means  of 
procucing  clean,  pure  seed.  There  report  summarized  is  as  follows : 

During  the  493  days  they  collectively  spent  at  the  work, 
1 ,899  farmers  were  visited,  who  had  1 5,996  acres  in  common 
red  clover ; 225  acres,  Mammoth  Red  ; 7,968  acres,  Alsike,  and 
1,472  acres  in  Alfalfa,  for  the  purpose  of  seed  production.  184 
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of  these  lots  were  reported  clean  or  quite  clean;  1,707  lots  could 
be  made  clean ; and  only  1 1 2 that  it  would  not  pay  to  clean. 

Red  Clover 

To  produce  merchantable  red  clover  seed,  one  should  sow 
only  clean,  plump  seed  of  good  vitality,  the  quality  of  which  may 
be  learned,  if  one  is  not  a judge,  by  sending  a representative 
sample  of  the  bulk  lot  to  the  seed  branch,  Department  of 
Agriculture,  Ottawa,  where  the  seed  may  be  sent  free  through 
the  mails  and  the  work  is  done  free  of  charge.  Such  seed  may 
be  sown  early  in  the  spring,  even  on  the  snow  or  when  the 
ground  is  still  freezing,  with  fall  wheat  or  fall  rye  for  a nurse  crop. 
If  sown  with  spring  grains,  it  should  be  sown  as  early  as  the 
ground  can  be  put  in  a fine  state  of  tilth  and  while  there  is  plenty 
of  moisture  in  the  soil  to  germinate  the  seed.  Much  moisture  is 
required  for  this.  From  four  to  eight  pounds  should  be  sown 
per  acre,  and,  if  with  a grain  drill,  the  seed  is  better  to  fall  in 
front  of  the  drill  hoes,  after  which  a stroke  of  the  harrow  will 
evenly  distribute  the  seed  at  sufficient  depth  when  the  soil  is  moist. 
The  presence  of  plenty  of  humus  and  lime  are  two  essentials  for 
a good  catch.  The  poorer  the  soil,  the  more  seed  is  required 
and  the  opposite  is  true  when  the  ground  is  rich.  Barley  at  the 
rate  of  one  bushel  per  acre  makes  a good  nurse  crop. 

Pasturing  the  new  seeding  when  the  ground  is  very  wet,  or 
pasturing  too  close  in  the  autumn  are  both  poor  methods  to  ensure 
good  crops  of  either  hay  or  seed.  Assuming  that  for  the  production 
of  seed,  the  seeding  down  has  been  done  on  a clean  piece  of  hoe 
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crop  ground  which  has  been  worked  up  on  the  surface  in  the 
spring  with  cultivator  and  harrow  rather  than  in  plowing  either 
in  spring  or  fall,  and  which  is  one  of  the  best  possible  chances 
for  a good  catch  and  afterwards  good  seed,  I would  advocate 
the  following  method  : — 

If  the  piece  thus  seeded  be  pastured  the  following  year,  the 
stock  should  be  turned  off  about  June  17th.  Any  growth  not 
cropped  close  should  be  clipped  down  with  a mower.  Ribgrass 
in  the  field  may  be  easily  seen  four  or  five  days  after,  by  walking 
over  the  field  in  narrow  strips,  and  they  should  be  cut  out  then 
with  a spud  or  hoe.  If  a hay  crop  is  removed,  it  should  be  cut 
early,  at  least  before  July  1st.  If  cut  by  the  20th,  it  and  the 
pastured  seed  crop  usually  escape  the  ravages  of  the  clover  seed 
midge,  a small  scarlet  larva  which  eats  out  the  forming  seed, 
leaving  the  hulls. 

Bumblebees  are  insects  to  be  encouraged  in  clover  seed 
districts.  Children  should  be  educated  against  robbing  their 
nests  and  farmers  would  do  well  to  make  nesting  places  on  the 
ever  increasing  wire  fences.  A little  attention  paid  to  the  weeds 
on  the  killed  out  spots  and  thin  places  of  the  field,  accompanied 
by  pulling  or  spudding  injurious  weeds  will  help  greatly  to  insure 
clean  seed.  Crops  of  one  bushel  to  five  per  acre  will  pay. 

Harvesting 

The  harvesting  may  be  done  in  various  ways.  The  best 
method  perhaps,  is  to  bunch  it  with  an  ordinary  reaper.  The 
mower,  with  a table  attachment  of  some  kind  fastened  to  the 
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cutting  bar  is  a popular  method,  and  the  mower,  followed  later 
by  a horse  rake  when  the  dew  or  rain  is  on  the  straw  to  prevent 
shelling.  A recent  device  with  a canvas  elevator,  which  bunches 
the  seed  behind  the  mower  and  a reel  to  crowd  the  seed  to  the 
knife  looks  as  though  it  would  work  well.  When  well  dried 
out  in  the  field,  it  may  be  housed.  If  it  is  so  dry  that  the  seed 
shells  badly,  a convas  cover  over  the  shelvings  of  the  wagon  and 
hauling  in  when  the  straw  is  a little  tough  will  save  seed. 

Threshing 

This  is  done  by  clover  hullers  manufactured  for  the  purpose, 
which,  if  run  by  a power  engine,  do  good  work  even  in  the  fall, 
when  occasionally  it  is  threshed  in  the  field  or  barn  as  the  case 
may  be.  The  best  work  is  done  when  the  weather  is  pretty 

fr°sty.  HAVE  YOU  HEARD 

OF  THE 

NO.  4 VICTOR  CLOVER  HULLER? 

Cleaning 

Cleaning  may  be  done  with  any  ordinary  fanning  mill,  if 
properly  adjusted  and  suitable  seives  and  screens  are  used, 
unless  certain  weed  seeds  are  present,  which  will  require  special 
machinery  and  sieves  to  separate. 

Marketing 

Seed  should  be  well  cleaned  before  marketing.  Selling  in 
the  chaff  is  not  altogether  a satisfactory  method.  The  export 


trade  usually  closes  in  February.  Then  supplies  for  the  home 
trade  are  in  demand.  Every  farmer  having  noxious  weed  seeds 
in  his  seed  in  greater  quantity  than  the  law  allows  to  be  sold  for 
seeding  purposes,  viz.,  5 per  1 ,000  of  good  seed,  should  sell  it 
for  the  export  trade. 

It  should  be  said  that  in  growing  Mammoth  Red  Clover, 
the  seed  is  produced  from  the  first  crop  and  no  aftergrowth  is 
looked  for,  as  in  the  case  of  Common  Red  Clover.  Alsike  seed, 
too,  is  produced  from  first  growth.  When  seed  is  the  object,  it 
should  be  sown  on  clean  ground  and  at  the  rate  of  six  pounds 
per  acre.  Clay  soil  is  best  for  alsike  seed  if  it  contains  lime 
enough.  The  honey  bee  is  useful  for  fertilization  purposes. 
Alsike  should  be  cut  on  the  green  side  to  prevent  excessive 
shelling. 

Rank  growth  in  the  spring  may  be  checked  and  the  seed 
crop  prospects  of  both  mammoth  and  alsike  clovers  enhanced 
by  pasturing  or  clipping  the  clovers  not  later  than  the  5th  of 
June.  Alfalfa,  too,  is  being  more  and  more  extensively  grown 
for  seed  each  year  and  is  usually  produced  from  the  second 
growth. 

Ontario  growers  of  clover  seed  should  take  courage,  wage 
an  unrelenting  war  against  weeds,  and  extend  their  area  of 
clover  seed  production,  because  it  will  pay. 


T.  G.  RAYNOR 


REMEMBER  THE  NAME  “ NO.  4 VICTOR.” 
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The  Way  We  Feel  About  Our  Goods 
And  The  Way  You  Will  Feel  When  You  Use  Them 
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“And  the  Port  Huron  Company  have  always  used  me  right.  I telephoned  you  once  for  some  repairs 
at  3 o’clock  in  the  afternoon  and  received  them  the  following  morning  at  8 o’clock.” 

(signed)  RAY  HASKELL. 


Port  Huron  19-65 
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